
 

 

GUYMASTER Release Notes 

For version 8.4.0 as of October 13, 2026 

 

 

1.  Increased the maximum number of allowed guy levels for guyed towers to 20. 

 

2.  Removed the previous restriction on torsion resistors that limited the number of guy 

cables to 6 for 3-leg towers and 8 for 4-leg towers. 

 

3. Updated the interpolation between intermediate values used in the calculation of the Cd 

drag factor specified in Table 2. 

 

 

 
 

4. Added a corner radius parameter to the material definition for antennas and antenna 

mounts 

 
5. Updated the Cd drag factor calculation to consider rounded corners only when the corner 

radius specified in the material definition is greater than zero. 

 

6. Updated the date display in the Project and Workspace Manager dialog box to use the 

system-defined short date format instead of the fixed dd/mm/yyyy format. 



 

7. Fixed an “Object variable not set” error that occurred when horizontal split was enabled. 

 

8.  Improved the loading speed of the Antennas and Antenna Mounts databases. 

 

9. Updated the Antennas and Antenna Mounts databases to include corner radius values. 

 

10.  Added antennas manufactured by Tongyu Technology Inc. to the database. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


